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SCorpion 1160

STABILIZERS

Kit 4 stabilizers max. gwv_3.5 ton

Kit 4 stabilizers max. gwv_7.5 ton

The Aerial Structure KIT - INCLUDED

e Aluminium basket 1400x700xh1100xmm
Hydraulicand electric syste ms
Non structural subframe for transportation
e Upperstructure

The Aerial Structure KIT - NOT INCLUDED

e Subframe
e Power Take Off
e Oilpump

ADDITIONAL ACCESSORIES

12 V ACsingle-phase electric powersocket onplatform

110 VAC 22 kW single-phase auxiliary electric pump including electric control panel and mains-powered battery chargerwith 220 V|
single-phase outlet

220 VAC 22 kW single-phase auxiliary electric pump including electric control panel and mains-powered battery chargerwith 220 V|
single-phase outlet

60 W spotlight on platform powered by batteries including 12 V outlet

Custom stickers on boom ( customer logo-send .jpg file containing logo )

Yellow rotating lamp with magnetic fixture

Fibreglass platform instead of standard version, dim.700 x 1400 x h 1100 mm

Fibreglass platform instead of standard version, dim.700 x1400 x h 1100 mm with 1000 V insulated

Heat exchanger

Non-standard paintwork ( RAL 9016 white)

Non-standard paintwork for cold climate (RAL 9016 white)

Paintwork for cold climate ( RAL9016 white )

QOutrigger base plates

Platform waxing forsea transport

Pneumatic power line to platform with quick couplings

Retroreflective stripes white/red for truck

Structural subframe fortransportation

All prices are intended for delivery ex-works and excluding VAT.
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